
Made in France

Your dietfeeder, 
                   the one that will suit to your breed

Like you, breeding specialist 

A full 
personalizable 

& evolutive range 

from 12 to 24 m3 

range



Quality norms 
for your safety and tranquility

All Lucas G machines are certified by the DREAL and in compliance with European machine directive.

For you breeder, it’s the insurance to own a machine in compliance with road standards.

It’s also the warranty of a maximal safety thanks to security components.

For your tranquility, think that these regulations will become mandatory and that sales of non stan-

dard breeding equipment  will become forbidden, think to 2nd hand sale…

 

Expert in breeding equipment 
since more than 40 years

Lucas G is the inventor of the first european mixing machine with the Lucadette.

A strong dealer network though the world in order to serve quickly and properly all users.

A french brand, recognised in all Europe (more than 30 000 users).

A customization that allow breeder to create his own machine responding the best 

to his needs. 

Safety and security elements for each machine (tank base re-inforcement,…).
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Like you, breeding specialistYour dietfeeder, 
              the one that will suit to your breed

Spirmix 120 with trapdoor

SPIRMIX 170 jet

SPIRMIX 130 jet

SPIRMIX 160 with trapdoor

SPIRMIX 220 with conveyorSPIRMIX 200 with trapdoor

SPIRMIX 140 with conveyor

SPIRMIX 180 with conveyor

SPIRMIX 240 jet

9 volumes for a full range from 12 to 24 m3

Spirmix 16 m3 évolutive in 17 m3 and 18 m3

Spirmix 20 m3 évolutive in 22 m3 and 24 m3

Customize your vertical auger dietfeeder Spirmix, 
the one that will suit to your breed

Spirmix 12 m3 evolutive in 13 m3 and 14 m3
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       Customize your vertical auger dietfeeder Spirmix,   the one that will suit to your breed    

1 - Front right trapdoor
"Easy to use and easy to drive"

Perfectly suit for distribution of silage base rations.

Bib under the trapdoor offset the ration from wheel axis to preserve it.

Our trapdoor are design 
to guarantee regulated 
distribution flow. 

Back left trapdoor	                                 Back central door Y
Allow distribution in each side of the machine.

2 - Front transversal conveyor
"Great distribution regulated flow"

Insure a oversized distribution system for a regulated distribution driven from the tractor cab no matter 
the fibres percentage.

Front trapdoor of 120 X 70 cm : one of the biggest of the market
Conveyor carters 95 X 77 cm.
Conveyor offset : manual 150 or 300 mm --------------------------Y

- Hydraulic offset up to 375 mm right or left
- Back transversal conveyor (instead of front)
- 2nd conveyor engine 
  For an intensive left distribution, order the 2nd conveyor engine at left side.

3 distribution modes

Models width height

120-140 90,5 cm 73.3 cm

160-180 99.5 cm 71.7 cm

200-240 90.5 cm 73.3 cm
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       Customize your vertical auger dietfeeder Spirmix,   the one that will suit to your breed    

range

3 - Spirmix Jet with distribution and feeding flywheel
"Only one tools for all breed care"

Distribution and strawbedding system from the Castor range located in the front 
of the machine. Right and left strawbedding up to 18 m.

Mechanical shredder
without knifes, shredder brings materia with regularity in the flywheel
 

Chutes  
Lateral for best performance in strawbedding.

Chute cut-off plates :
To insure regulated distribution and avoid jamming problems.
Allows distribution up to 2 m high inside machine width.

- Universal chute : Swivelling on 270° from the cab  -----------------------------------------Y
- Front right trapdoor or back conveyor.

mechanically driven 
with shear-bolt

2 speed gearbox for auger triple chain

2 speed gearbox 
for flywheel

turbine comb

flywheel Ø1,6 m
Polyfeed 
shredder
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       Customize your vertical auger dietfeeder Spirmix,   the one that will suit to your breed    

Tank base re-inforcement
This re-inforcement works like a chock absorber. Quit pressure put on planetary gearbow and weight cells 
at bale dropping in mixerwagon.

Knifes
Set-up on re-inforcement and treat with tungstene.

2 to 4 additionals knifes

Cut-off plates
Reversed to avoid fermentation start.

Hydraulic cut-off plates ------------------------------------------------Y
Spirmix Jet automatized cut-off plates

Manual
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       Customize your vertical auger dietfeeder Spirmix,   the one that will suit to your breed    

range

Everything is important for a high quality ration

Augers : to insure mix homogeneity

All our auger offers 2 positions for knifes set-up to control their aggressivity.

Mixing auger
Optimized for mixing : simple auger thread and scraper, 6 knives, 4 additional in option.

Fibre auger -----------------------------------------------------------------------------Y
 Optimized for chopping : simple auger thread, 11 knives in standard.

Anti overflaw ring to limit losses

Anti overflow ring
Located above the tank, optimized usefull volume. Fixed on tank top or on cone 
or on half heightening.

Reversed anti overflow ring 
Insure not to go over overall height.

Cone ----------------------------------------------------------------------------------------Y
To obtain more volume and makes evolve machine with breed. 
Ring can be integrated to the cone. 

Planetary gearbox with individual protection

Volume

12-13-14 m3 16-17-18 m3 20-22-24 m3

Small gear 18,6 rpm 15,4 rpm 16,4 rpm

Fast gear 34 rpm 29,5 rpm 29,5 rpm
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       Customize your vertical auger dietfeeder Spirmix,   the one that will suit to your breed    

Coupling
fix drawbar with height adjustment.

- Reverse coupling for german tractor available with different coupling interface.
- Hydraulic stand on Spirmix 120/130/140 with trapdoor.

Elevator conveyor 
3 distribution heights (0,9 m /1,2 m /1,5 m) available 
on Spirmix with trapdoor, conveyor and Jet.

Needs 3 DE tractors or electric control.

Magnetic extraction
Available on trapdoor, conveyor and distribution chute.
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       Customize your vertical auger dietfeeder Spirmix,   the one that will suit to your breed    

range

Weighing
Non programmable with large screen clear and readable night and day.
Accurancy : 2 % 

- Programmable weighing unit with more than 200 components and 99 recipes. 
  Loading and feeding by animal lots ---------------------------------------------Y

- �2nd panel control with or without cables, 
   with or without data transfer available.

Controls
Spirmix with trapdoor cable control

Electric control available :

- �Spirmix with conveyor : allow launching conveyor, speed regulation, trap opening, 
  hydraulic offset and cut-off plates activation

- �Spirmix Jet : allows swivelling chute orientation, gear change and hydraulic cut-off 
  plate activation

Tyres and axle

Several optional equipments are available for tyres or tandem axle (tyres 285/70 R 19,5 reinforced) for 
Spirmix 200/220/240.

Spirmix 120, 130,140 Spirmix 160, 170, 180 Spirmix 200, 220, 240

Trapddor, 
Conveyor and Jet

12.5/80-15.3  16 PR
Diameter : 875 mm

435/50  R 19.5
Diameter : 931 mm

385/55  R 22.5
Diameter : 996 mm
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Philippe COUTON, breeder
«  With a quota of 700 000 liters and 100 bull 

calves on a SAU of 150 hectares, one thing is sure : 

we should not have problems with equipment. 

Regarding the mixing wagon, I chose the Spirmix Jet one 

year ago. I was of course interested by the versatility of the 

machine. I wanted that it does it all : the mixing, the feeding and 

the straw-spreading. I was prejudiced against vertical auger mixer ; 

I am now reassured. Thanks to the cut-off plates, the machine works very quickly.

Other interest : very good visibility thanks to the form of the Spirmix. I carry out the fee-

ding and the straw-bedding within one hour and a half. It is fast ; as soon as the loading 

is finished and without waiting, we can distribute a precise feed. My tractor is always 

coupled at the mixer. So far, neither stuffing problems, nor breakdown.

Lucas G is a firm, which manufactures in France : the machines are solid and lasting. 

In short, a choice which one does not regret. »



Like you, breeding specialist

Total Mix Ration with Lucas G
Obvious benefits

Lucas G gives breeder all necessary to create a good total mix ration, an equipment that makes an aerated and 
homogeneous ration, but also as standard on our machine a weighing unit to follow ration on an everyday basis and 
limit difference in ration everyday

•  To allow better control on intrants and so to control your production.

•  �To allow a consitant production thanks to a homogeneous ration and repetitive all along the year.

•  �To increase milk production but also to facilitate 1st insemination intakes at first try, 
       increase this rate and so limit costs.

•  To avoid refusal, source of non insignificant losses at the end of the year.
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Caracteritics
SPIRMIX with trapdoor SPIRMIX with conveyor SPIRMIX Jet

120 140 160 180 200 240 120 140 160 180 200 240 120 140 160 180 200 240

Ca
pa

cit
ies

Unloaden total weight (kg) 3710 3890 5580 5610 6860 7140 4400 4640 6350 6380 7630 7910 5260 5500 7280 7480 8580 9210

Simple axle Square of 80 Square of 80 Square of 90 Square of 90 Square of 100 Square of 100 Square of 80 Square of 80 Square of 90 Square of 90 Square of 100 Square of 100 Square of 80 Square of 80 Square of 90 Square of 90 Square of 100 Square of 100

Tandem axle - - - - Square of 90 Square of 90 - - - - Square of 90 Square of 90 - - - - Square of 90 Square of 90

Di
m

en
sio

ns

Overall length (m) 4,95 4,95 6,35 6,35 7,3 7,3 5,53 5,53 6,87 6,87 8,1 8,1 5,75 5,75 7,05 7,05 8,3 8,3

Overall width( m) 2,61 / 2,86 2,61 / 2,86 2,50 / 2,61 2,50 / 2,61 2,61 / 2,86 2,61 / 2,86 2,5 2,5 2,46 2,46 2,5 2,5 2,55 2,55 2,46 2,46 2,55 2,55

Wheel width (m) 2,21 2,21 2,05 2,05 2,28 / 2,24 2,28 / 2,24 2,21 2,21 2,05 2,05 2,28 / 2,24 2,28 / 2,24 2,21 2,21 2,05 2,05 2,28 / 2,24 2,28 / 2,24

Overall height (m) 2,76 3,09 2,80 3,05 2,80 3,13 2,83 3,16 2,80 3,05 2,88 3,13 2,83 3,16 2,80 3,05 2,88 3,13

Distribution height (m) 0,53 0,53 0,65 0,65 0,53 0,53 0,77 0,77 0,79 0,79 0,84 0,84 1,48 1,48 1,68 1,68 1,55 1,55

Number of auger 1 1 2 2 2 2 1 1 2 2 2 2 1 1 2 2 2 2

Tra
ct

eu
r

Hydraulic distributors 1 1 1 1 1 1 2 2 2 2 2 2 1 1 1 1 1 1

Oil flow (L/min) 25 / 40 25 / 40 25 / 40 25 / 40 25 / 40 25 / 40 30 / 100 30 / 100 30 / 100 30 / 100 30 / 100 30 / 100 30 / 100 30 / 100 30 / 100 30 / 100 30 / 100 30 / 100

Tractor power (HP) 75 75 90 90 100 100 75 75 90 90 100 100 100 100 110 110 130 130

Pressure (bars) 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200 160 / 200

Equipements
SPIRMIX with trapdoor SPIRMIX with conveyor SPIRMIX Jet

120 140 160 180 200 240 120 140 160 180 200 240 120 140 160 180 200 240

Front right distribution trapdoor √ √ √ √ √ √ - - - - - - • • • • • •

Front right/left transversal conveyor - - - - - - √ √ √ √ √ √ - - - - - -

Hydraulic off set of the conveyor - - - - - - • • • • • • - - - - - -

Front right trapdoor conveyor • • • • • • - - - - - - - - - - - -

Castor distribution system with chute - - - - - - - - - - - - √ √ √ √ √ √

Cable gear change • • • • • • • • • • • • √ √ √ √ √ √

Electric control - - - - - - • • • • • • √ √ √ √ √ √

2 speed gearbox √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √

Non programmable weighing unit √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √

German coupling - - • • • • • • • • • • • • • • • •

Hydraulic stand • • √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √

Parking brake √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √

Manual cut-off plate √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √

Hydraulic cut-off plate • • • • • • • • • • • • • • • • • •

Auger to be choosen : mixing or chopping √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √

anti overflow ring • • • • • • • • • • • • • • • • • •

Back left distribution trapdoor • • • • • • - - - - - - - - - - - -

Back central distribution trapdoor - - - - - - • • • • • • • • • • • •

Simple axle √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √ √

Standard tyres (simple axle) 12.5 / 80-15.3 16PR 435 / 55 R 19,5 385 / 55 R 22,5 12.5 / 80-15.3 16PR 435 / 55 R 19,5 385 / 55 R 22,5 12.5 / 80-15.3 16PR 435 / 55 R 19,5 385 / 55 R 22,5

Légend  √ in series   • optional   - not available

Like you, breeding specialist

Headquarters : 22 rue du Stade - CS 80009 - 85130 La Verrie - France - Tél +33 (0)2 51 65 41 36 - Fax +33 (0)2 51 65 41 51 
E-mail : lucasg@lucasg.fr - E-mail commercial : commercial@lucasg.fr - www.lucasg.com


